Panasonic 

1 1 Mbps Wireless LAN PC Card 

Operating Instructions 

Model No. KX-HGC200 




PLEASE READ BEFORE USE AND SAVE. 



Panasonic World Wide Web Address: 
http://www.panasonic.com 

for customers in the USA or Puerto Rico 



Before Initial Use 



Thank you for purchasing the Panasonic 11 Mbps 
Wireless LAN PC Card. 



i 1 

Attach your purchase receipt here, 
i i 

For your future reference 

Serial No. Date of purchase 

(found on the rear side of the unit) 

Name and address of dealer 



f FOR OPERATION ASSISTANCE: 

-Call 
1-800-272-7033 

-Refer to 
the Panasonic world wide web site 
http://www.panasonic.com 



• Microsoft, Windows and Netmeeting are either registered trademarks or 
trademarks of Microsoft Corporation in the United States and/or other 
countries. 

• Ethernet is a registered trademark of Xerox Corporation. 
•Whitecap™ is a trademark of ShareWave™, Inc. 

•Screen shots reprinted with permission from Microsoft Corporation. 

All other brands and product names are trademarks or registered 

trademarks of their respective companies. 

The operating instructions are subject to change without notice. 

The screens of the device driver, Network Manager software and the 

Broadband Networking Gateway administration web screens that are 

shown in this Operating Instructions manual are subject to change without 

notice. 

© Kyushu Matsushita Electric Co., Ltd. 2001 
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For Best Performance 



Location of the units 

Communications are transmitted between the KX-HGC200s using 
wireless radio waves at 1 1 Mbps data speed. For maximum 
performance, it is recommended that the KX-HGC200 be operated: 



Away from electrical appliances 
such as TVs or cordless 
telephones. 




• Metal or steel framework, such as refrigerators, can hinder radio 
communications. Open areas offer better performance. 

• If the KX-HGC200 is located near a microwave oven which is in use, 
communication may be interfered with. For maximum performance, 
operate the KX-HGC200 away from microwave ovens. 

• It is recommended that the KX-HGC200s be located no closer than 
about 1 .6 ft. (50 cm) apart. 



For assistance, please call: 1-800-272-7033 
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Overview 



Features 

No wiring 

The KX-HGC200 helps you network without troublesome wiring using 
wireless technology and accommodates up to 10 wireless users*. 

*Accommodates up to 9 wireless users when used with the Broadband 
Networking Gateway. 

High data-transmission quality by using the Whitecap™ protocol 

The features of the Whitecap™ protocol are as follows: 

• Error correction and dynamic TDMA (Time Division Multiple Access) for 

higher usable network throughput and range 
•Carries several multimedia (video, voice, audio) data streams 

simultaneously 

Internet sharing and expandability of the home network (With the 
Panasonic Broadband Networking Gateway) 

When operated with the Panasonic Broadband Networking Gateway (In 
the following pages, Broadband Networking Gateway), the KX-HGC200 
allows you to share an Internet connection with the other computers in 
your home network at the same time and expand your home network by 
using the HomePNA phoneline and Ethernet interfaces of the Broadband 
Networking Gateway. 

Easy to configure/administrate 

The KX-HGC200 setup wizard and Network Manager software lead you 
through an easy installation and administration. 



System requirements 



Operating System 


Microsoft® Windows® 95 operating system 
(OSR2.0 or later) 

Microsoft® Windows® 98 operating system 
Microsoft® Windows® Me operating system 


Interface 


PCMCIA Type II PC card slot equipped 


RAM 


32MB or more 


Other (for installation) 


CD-ROM drive/Ethernet or HomePNA card 


Protocol 


TCP/IP installed 


CPU 


Pentium 133 MHz or faster 



•The Network Management web screen (p. 20-21 , 55-58) can be 
viewed using Internet Explorer 4.0 or later. 
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Included Accessory 



For extra orders, call 1-800-332-5368. 



□ 1 1 Mbps Wireless LAN 
Setup CD-ROM 
Order No. PQLV50I5AZ 
(p. 30, 32, 35) 



• If the item is missing or damaged, check with the place of purchase. 
•The order number listed above is subject to change without notice. 
•Save the original carton and packing materials for future shipping and 
transportation of the unit. 




Contents of the CD-ROM 

The CD-ROM contains the following software and files: 

The device driver for Windows 95, Windows 98 and Windows Me 

-Used while configuring the KX-HGC200. During configuration, the 
appropriate driver software is installed depending on the operating 
system of your computer. 

The Network Manager software 

-Used for administrating the wireless network. For more details, refer to 
"About the Network Manager Software" on p. 54. 

The firmware update utility software 

-Used for updating the KX-HGC200 firmware written in the Flash-ROM. 
For more details, refer to "Updating the KX-HGC200 Firmware" on p. 65. 

The uninstall software 

-Used for uninstalling all the software of the KX-HGC200 that has been 
installed to a computer. For more details, refer to "Uninstalling the 
KX-HGC200 Software" on p. 67. 

The Broadband Networking Gateway firmware for upgrade 

-Used for upgrading the Broadband Networking Gateway firmware. For 
more details about the firmware, refer to "To obtain and upgrade the 
Broadband Networking Gateway firmware" on p. 14. 

The Readme.txt 

-Contains the latest information about the KX-HGC200. 



For assistance, please call: 1-800-272-7033 



t Included Accessory 



To prevent accidental damage to the CD-ROM: 















• Dn nnt tnimh nr writp nn thp 

surface of the disc. 


• Dn nnt Ipp\/p thp Hiqp in Hirpnt 

w L/VJ 1 IVJl LI Iw UloO III Ull CUL 

sunlight or near heat sources. 














• Do not place heavy objects on 
the disc case or drop the case. 


•To clean the disc, hold the disc 
by its edges and wipe it from the 
center to the edges with a dry, 
soft cloth. 










• Do not play the disc on an audio 
CD player. 
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Part Names 



Part names 




Indicators 



LED 


Status 


Indicates 


LINK 


Green 


•The KX-HGC200 is turned on and 
transmitting/receiving data to/from 
another KX-HGC200. 


Green 
(Blinking) 


•The KX-HGC200 is turned on and 
transmitting/receiving data to/from 
another KX-HGC200, but the data 
transmission status is not stable. 


Off 


•The KX-HGC200 is not connected to 
any wireless network. 


READY 


Green 


•The KX-HGC200 is turned on and 
ready for communication. 



For assistance, please call: 1-800-272-7033 
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Installation Overview 



4 important parameters to create a wireless 
network 

A wireless network can be created using the 4 parameters below which 
are programmed in the Flash-ROM of the KX-HGC200 or in a node*. 
Normally, you would only program the Network Name because the other 
parameters have been already set. However, for later customization, be 
sure to read about the parameters below. 

*Node: A device that is connected to the network and can communicate 
with other network devices. In this Operating Instructions, we use 
this word for the Broadband Networking Gateway or a computer. 

Network Name 

Name for a wireless network. For security, only the nodes that are 
programmed with the same Network Name can communicate. It is 
necessary to set a Network Name for all the KX-HGC200 during the 
installation of the Network Manager software or on the Broadband 
Networking Gateway administration web screen. 

Network ID 

The ID that is created from the Network Name. Actually, this ID is used for 
maintaining a wireless network instead of the Network Name. However, 
users do not need to care what Network ID is programmed to each node. 

Node Name 

Name of each node in your network (wireless or wired) for identification. 
The Node Name of the Broadband Networking Gateway is set on its 
administration web screen. The Node Name of a computer is set in the 
Identification tab in the Network dialog box which can be accessed via the 
Control Panel menu on your computer. 

Channel Number 

Number of the radio frequency channel on which a wireless network 
communicates. To prevent the radio frequency interference with other 
wireless products, the channels below can be selected depending on the 
status of the wireless communications: 
Channel 1 (2412 MHz) 

Channel 6 (2437 MHz)-default setting of the KX-HGC200 

Channel 11 (2462 MHz) 
On each channel, data-transmission can be performed on a speed up to 
1 1 Mbps. Only the nodes that are programmed with the same channel 
number can communicate. 
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Network with the Broadband Networking 
Gateway 



ODD 



Cable/xDSL Modem 4 

Broadband Networking 
Gateway 



KX-HGC200 




KX-HGC200, 



KX-HGC200 




Required setup for the Broadband Networking Gateway 



Confirming the Broadband Networking Gateway 
firmware version* (p. 13) 



Inserting the KX-HGC200 in 
the Broadband Networking Gateway (p. 15) 



Setting up from a 
wired computer (p. 17) 



Setting up from a 
wireless computer (p. 19) 



Required setup for each computer 



Inserting the KX-HGC200 into a computer (p. 27) 



Installing the device driver (p. 29) 



Installing the Network Manager (p. 38) 



Setting an IP address (p. 46) 



'Depending on the Broadband Networking Gateway firmware version, 
upgrading may be necessary. 



For assistance, please call: 1-800-272-7033 



t Installation Overview 



Network consisting only of wireless 
computers 



KX-I 




Required setup for each computer 



Inserting the KX-HGC200 into a computer (p. 27) 

4 

Installing the device driver (p. 29) 

4 

Installing the Network Manager (p. 38) 

4 

Setting an IP address (p. 46) 
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Installing the KX-HGC200 in the 
Broadband Networking Gateway » 



Confirming the Broadband Networking 
Gateway firmware version 

Depending on the firmware version of the Broadband Networking 
Gateway, it may not support the KX-HGC200. Before adding the 
Broadband Networking Gateway to your wireless network, check your 
Broadband Networking Gateway firmware version and, if needed, upgrade 
the firmware first. 

The steps below are for using the wired computer, not the wireless 
computer. 



To check the Broadband Networking Gateway firmware 
version 

1 Access the Broadband Networking Gateway administration web 
screen. For more details about accessing the web screen, refer to 
the Operating Instructions of the Broadband Networking Gateway. 

•The default local IP address of the Broadband Networking Gateway is 
192.168.0.254. 



Click | Status | . 



File Edit View Favorite* lools Help 



Address ( h!(p://1 92.1 68.0.254 



Broadband 
Networking Gateway 



Configuration 



© a © a 0 m 

Stop Refresh Home Search Favorites History Mail Print 





For assistance, please call: 1-800-272-7033 



t Installing the KX-HGC200 in the Broadband 
Networking Gateway 



In the Firmware section, check the firmware version of your 
Broadband Networking Gateway. 

If the firmware version is 2.00 or later, the firmware supports the 
KX-HGC200 use. Then, go to step 4. 

If the firmware version is an earlier version than 2.00, upgrade the 
Broadband Networking Gateway firmware. For more details about 
upgrading the firmware, see below "To obtain and upgrade the 
Broadband Networking Gateway firmware." 



This page shows you the all information of the hardware, firmware and the connection Usage Data of your KX-HGW200. 
Before you upgrade the firmware, you can check the current firmware version on this page. 



Senal No: 
CPU Card ID: 
Interface Card ID: 
PC Card ID: 
ROM Version: 
• ROM Levef 



<^j^nware #2: Verl_52^ 



"Created at "Nov 2 16:44:27 JST 2000" 
Target config file Verl.05 
ConfigFile: Verl.05 
Device Name: 



Click | Restart | to restart the Broadband Networking Gateway. 



To obtain and upgrade the Broadband Networking 
Gateway firmware 

The Broadband Networking Gateway firmware is available as follows: 

• Included in the below directory of the CD-ROM that came with the 
KX-HGC200 

\KX-HGW\hgwxxxx_us.bin (depending on the version number of the 
firmware) 

OR 

• Downloaded from the Panasonic support web site 
http://www.kmelink.net/ipproducts/us/download/index.html 

For more detailed information about upgrading the firmware, refer to the 
Operating Instructions of the Broadband Networking Gateway. 

After upgrading the Broadband Networking Gateway, be sure 
follow the below notes: 

• Restart the computer connected to the Broadband Networking 
Gateway. 

•Confirm the Broadband Networking Gateway has been 
successfully upgraded referring to the Status screen of the 
ind Networking Gateway administration web screen. 
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Inserting the KX-HGC200 in the Broadband 
Networking Gateway 

IMake sure the Broadband Networking Gateway and other devices 
connected to it are turned off. 

2 Open the cover on the front side of the Broadband Networking 
Gateway. 

3 Insert the KX-HGC200 into the PC card slot of the Broadband 
Networking Gateway making sure that the "Panasonic" side is facing 
toward you and the arrow mark on the KX-HGC200 is pointing 
toward the slot. 




Arrow mark 



Notes: 

• Be sure to insert the KX-HGC200 firmly until you hear the 

• Insert in the proper direction to prevent device from being 
damaged. 




For assistance, please call: 1-800-272-7033 



* Installing the KX-HGC200 in the Broadband 
Networking Gateway 



4 Turn on the Broadband Networking Gateway and other devices that 
are being used with it. 

• Make sure the READY indicator of the KX-HGC200 (p. 9) and the 
WIRELESS indicator of the Broadband Networking Gateway are lit. If not 
lit, refer to p. 13 and confirm the Broadband Networking Gateway firmware 
version. 




Close the cover of the Broadband Networking Gateway. 
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Setting up the Broadband 
Networking Gateway t 



After the KX-HGC200 is inserted in the Broadband Networking Gateway, 
configuration of the KX-HGC200 is required. The steps for configuration 
proceed the Broadband Networking Gateway administration web screen 
or Network Management web screen. The KX-HGC200 can be configured 
from both a wired computer and wireless computer, but using a wired 
computer is convenient. 



• For setting up from a wired computer, follow the steps below. 

• If you can not set up from a wired computer, follow the steps 
from p. 19 "Setting up from a wireless computer". 



Setting up from a wired computer 

1 Access the Broadband Networking Gateway administration web 
screen. 

•The default local IP address of the Broadband Networking Gateway is 
192.168.0.254. 



Click | Wireless Setup 




For assistance, please call: 1-800-272-7033 
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t> Setting up the Broadband Networking Gateway 



3 Enter the Node Name and Network Name in the each field and 
select the Channel Number from the drop-down list. 





Wirdess Setup 


Panasonic 


Broadband 


Tte l-.'ii'r | i : ~i le; in.imteii.Ui': r ■ f '■■•■'u ele.-; C.u-I 


Networking Gateway 


• Node Name setting of Wireless Card. 




. Wireless Channel Number selection. 




. FEC(Forward Error Correction)selection. 




. Network Name setting of Wireless Card. 




. Uninstallation of the Wireless Card from the wireless network. 


Svste in Commands 


Node Name: KX-HGW200 




Channel Number: |CH 6 _J 


1 E _ ■ 


FEC: |ENAELED_iJ 


| ClearSetung | 


Network Name: |^ 


| Firmware Upgrade 






Network ID: 65535 Uninstall | 


— 





Node Name 


The name of the Broadband Networking 
Gateway for identification in a network. 


Channel Number 


The KX-HGC200 is preset to communicate 
using the radio frequency channel 6 
(2437 MHz). This preset channel can be 
changed to channel 1 (2412 MHz) or 11 
(2462 MHz) by using the Channel Number 
pull-down menu. Normally, using the preset 
channel is recommended. If the wireless 
communication status is not good, changing the 
channel may improve the communication status. 
To communicate, all the nodes in a wireless 
network must be set the same radio 
frequency channel. 


FEC 


The FEC (Forward Error Correction) mechanism 
of the Whitecap™ protocol allows your 
KX-HGC200 to correct error packets when data 
is transmitted to the other wireless nodes and 
contributes to higher throughput. 
When you disable this function for one node, 
be sure to disable this function for all the 
nodes in the wireless network. 


Network Name 


To use the KX-HGC200, a network name must 
be specified in this entry. For more details, refer 
to the next page "About the network name". 


Uninstall button 


Allows you to reset the Network ID of the 
KX-HGC200. 
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About the network name 

To communicate with others in a wireless group, the same 
Network Name must be programmed into each computer. It is 
impossible to communicate with a computer that has a different 
Network Name. To join a wireless network, it is necessary to 
enter the Network Name that is common to that particular 
network. For security, specify a unique Network Name that 
others do not guess, using more than 8 digits or characters, for 
a wireless network. 



Click Save 



•After the "Success" screen appears, the Broadband Networking Gateway 
restarts and you will connect to the administration initial screen. 

Restart all the computers that are connected to the Broadband 
Networking Gateway. 



The KX-HGC200 has been successfully set up and is ready to 
communicate with others. Refer to pages from 25 and set up each 
computer that you want to add to a wireless network. 



Setting up from a wireless computer 

To set up the Broadband Networking Gateway from a wireless 
computer, the wireless computer must have already configured the 
KX-HGC200. For more details about how to configure the 
KX-HGC200, refer to "Required setup for each compute?' on p. 11. 

Below steps for configuration are performed on the Network Management 
web screen of the wireless computer. All of the computers in the wireless 
network can use this function and configure the Broadband Networking 
Gateway. 



Note: 

To set up from a wireless computer, the KX-HGC200 must be set to 
use the radio frequency channel 6 and the FEC (p. 62) must be 



1 



Turn on the Broadband Networking Gateway. 
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For assistance, please call: 1-800-272-7033 



t> Setting up the Broadband Networking Gateway 



Turn on the wireless computer. 



^ On the desktop, double-click the Network Manager icon in the 



taskbar. 



910 PM 

' Double-click 

^ Click | Add a New Node | in the Network Management web screen. 




Plnnn rhn mnur.n r.urnnr nvnr a nnrfn tn vinw itr, dntaik 



•This step may take a little time. 

• For the overview of the Network Management web screen, refer to "About 
the Network Management web screen" on p. 55. 



Click Add . 




L' Network Management 

Add A New Node 











Host has detected a device with ID II-K-*I»HI- ' — ". 
'i*' i i h the II label o le device 
u 1 - . li 1 | Id -| £ e l lick the 1 
add' button. 










Add 




Do not add 


Add more nodes 













r^yrieht (C) 2000 Kyushu Matsushita Electric Col. Ltd. Ml riehts reserved. 
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The below screen appears and KX-HGC200 has been successfully set up 
and is ready to communicate with others. Refer to steps on p. 1 1 
"Required setup for each computer" and set up each computer that you 
want to add to a wireless network. 




Network Management 
Add A New Node 



The device with ID QQ-ftHQ-QQ-QI -fl has been 
successfully added to the network Click the 7\dd more 
nodes' button to add another device to the network 



Irtddl 



Add more nodes 




D Kyushu Matsushita Electric Co.. Ltd. All rights reserved. 



• If an error occurs, the screen below appears. Then follow one of the steps 
below (A or B). 

A: Restart the Broadband Networking Gateway referring to its Operating 
Instructions. 

B: Close your web browser first, then access the Network Management 
web screen again. 




For assistance, please call: 1-800-272-7033 



21 



t> Setting up the Broadband Networking Gateway 



Caution when initializing the Broadband 
Networking Gateway 

When the CLEAR SETTING button on the Broadband Networking 
Gateway is pressed, all the parameters that have been set to the 
Broadband Networking Gateway reset to the default setting. If the 
KX-HGC200 is inserted and the WIRELESS indicator of the Broadband 
Networking Gateway is turning green at that time, all the parameters 
(Node Name, Channel Number, FEC, Network Name and Network ID) 
reset to default settings also. 

If you want to preserve the parameters set to the KX-HGC200, first 
remove the KX-HGC200 from the Broadband Networking Gateway 
referring to "Removing the KX-HGC200 from the Broadband Networking 
Gateway" on p. 64, then initialize the Broadband Networking Gateway. 



Note: 

Before initializing, be sure to take notes of the setup parameters of 
the Broadband Networking Gateway. 
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Helpful functions 

For checking the setup parameters or data-transmission status of the 
KX-HGC200, helpful functions are available on the Broadband Networking 
Gateway administration web screen. 



Checking the setup parameters 

1 



Click | Status | on the Broadband Networking Gateway administration 
web screen. 



Check the Wireless section. 



Wireless 

Firmware Version: 
Network ID: 
Wireless Card State: 
Channel: 
FEC: 

Master Node Name: 
Master Node IP Address: 



1.00 
6030 

connected to network 
6 

Enable 
John 

192.168.0.1 ■ 



MasterNodeM a cAddress:00; S Q:F0:5A:00:14 



Firmware 
Version 


Current version of the firmware, written in 
the KX-HGC200 Flash-ROM. To update 
the firmware, see p. 65. 


Network ID 
(P- 10) 


The Network ID of the wireless network. 
This ID works in order to identify a 
wireless network to prevent an invalid 
access to the wireless network. 


Master Node IP 
Address (p. 73) 


The local IP address of the Master Node 
in the wireless network. 


Wireless Card 
State 


connected to network: 
The KX-HGC200 is connected to a 
wireless network and working properly. 

not connected to network: 
The KX-HGC200 is not connected to any 
wireless network. 

TROUBLE: 
The KX-HGC200 is not working properly. 
The hardware or software is defected. 



For assistance, please call: 1-800-272-7033 
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t> Setting up the Broadband Networking Gateway 



Checking data-transmission status 

-j Click | Usage data . 



Check the WirelessCard section. 





StackBubble: 


0 


WirelessCard 


tota IFra rnesTra nsrn itted : 


10 




tota IBytesTra nsrn itted : 


2232 




TxBufferFull: 


0 




tota IFra in es Received : 


0 




tota IBytesReceived : 


0 




rxMe rn o ryO ve rflo wF ra rn e : 


0 




rxQueue Shortage: 


0 




rxF ra m eToo Lo ng: 


0 




rxF ra in eToo S ho rt : 


0 




rxPktHeaderError 


0 




rxDivFrarne: 




NIFClnternet) 


iflnOctets: 


0 




iflnUcastPkts; 


0 
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Installing the KX-HGC200 to a 
Computer 

Before inserting the KX-HGC200 

Confirming the PC card service 

If the PC card socket of the computer is not working properly, the 
KX-HGC200 is not installed successfully. Follow the steps below and 
check the PC card socket before inserting the KX-HGC200. 



1 



Right-click the My Computer icon on your desktop and click 
Properties. 




Click the Device Manager tab. 



: Gener^^jevice Manage^^lardware Profiles | Performance | 



System: 

Microsoft Windows 98 
Second Edition 
4.1 0.2222 A 



Click the plus sign next to the PCMCIA socket. 



General Device Manager | Hardware Profiles | Performance | 

Vie " devic " bVEOmec,i ° r 



+ "-J 
+ 



CDROM 
Disk drives 
Display adapters 
Hard disk controllers 
Infrared devices 
Keyboard 
Monitors 
Mouse 

.tJfiLMuLadaeters 



PCMCIA socke^ 
Ports (LUM rLPT) 



[ System devices 

> Universal Serial Bus controllers 



For assistance, please call: 1-800-272-7033 



25 



t Installing the KX-HGC200 to a Computer 



In the PCMCIA socket list, confirm ? mark or ! mark is not followed 
by the PCMCIA socket. 

• If ? mark or ! mark is followed, device driver of the PC card socket is not 
properly installed. Refer to the manual of your computer and re-install the 
proper device driver first, then insert the KX-HGC200. 



6 



Click Close 



+ ^ Mouse 

+ Mj) Network adapters 

E-% PCMCIA socket 

E- j? Ports (COM i LPT) 

+ System devices 

E *f Universal Serial Bus controllers 





Properties | 


Refresh j 


j Remove | 


Print... [ 




Click OK to close the window. 



Computer: 

Genuinelntel 

x86 Family 6 Model 8 Stepping 3 
64.0MB RAM 



To save the boot up time when the Ethernet adapter is 
attached or equipped to your computer 

If the Ethernet adapter that is attached or equipped to your computer 
works with the KX-HGC200 at the same time, the boot up time of the 
computer may take a few minutes. To save the boot up time, remove or 
disable the Ethernet adapter following its manual or the computer's 
manual. 
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Inserting the KX-HGC200 into a computer 

To insert the KX-HGC200 to the PC card slot of a computer, follow the 
steps below. 

The Power Management function (automatic shutoff function) of the 
computer may disturb the power supply to the KX-HGC200. Disable 
the function when using the KX-HGC200. For more details, refer to 
the manual of the computer. Before installation of the KX-HGC200, 
be sure to disable all the application software. 

1 Start up the computer and make sure no application software is 
working. 

2 Insert the KX-HGC200 to the PCMCIA Type II PC card slot of a 
computer with the "Panasonic" side facing up and the arrow mark on 
the KX-HGC200 pointing to the card slot. 




PC Card Slot 



Notes: 

• Be sure to insert the KX-HGC200 firmly. 

• Insert in the proper direction to prevent the KX-HGC200 or the 
computer from being damaged. For more details about inserting a 
PC card into the PCMCIA card slot, refer to the manual of your 
computer. 



For assistance, please call: 1-800-272-7033 
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t Installing the KX-HGC200 to a Computer 



Helpful hints 

•If you are using an external CD-ROM drive that is connected 
via the PCMCIA PC card slot of the computer and no other PC 
card slot is available, follow the steps below before installing 
the KX-HGC200. 

1. Connect the CD-ROM drive to the PC card slot of the computer 
and confirm that it works properly. 

2. Place the 1 1 Mbps Wireless LAN Setup CD-ROM in the 
CD-ROM drive. 

3. On your desktop, double-click the My Computer icon, then 
double-click the CD-ROM drive icon. 

4. Select all the files and folders contained in the CD-ROM drive 
and copy them to a desired directory of your computer. 

5. Remove the CD-ROM from the CD-ROM drive. 

6. Remove the CD-ROM drive from the PC card slot of the 
computer. 

•If your computer has two PC card slots (upper and lower): 

Insert the KX-HGC200 to the upper slot. When the KX-HGC200 is 
inserted in the lower slot, the internal antenna of the KX-HGC200 
may interfere with usage of the upper slot. 
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Installing the device driver 

When the KX-HGC200 is inserted into a computer, Windows operating 
system (Windows 95/98/Me) will automatically detect it and the Update 
Device Driver Wizard (For Windows 95) or Add New Hardware Wizard 
will appear. 



• For using the Windows 95, follow the steps from this page. 

• For using the Windows 98, follow the steps from p. 32. 

• For using the Windows Me, follow the steps from p. 35. 



For Windows 95 
Click I Next I. 



1 




This wizard will complete the installation of: 
Panasonic-Wireless PC Card 



by searching your local drives, network, and Internet 
locations for the most current driver. 



If you have a disk or CD-ROM that came with this device, 
insert it now. 



It is recommended that you let Windows search for an 
updated driver. To do this, click Next to continue. 



Click Other Locations 




Windows was unable to locate a driver for this device. 

you do not want to install a driver now, click Finish. To 
search for a driver manually, click Other Locations. Or, to 
begin the automatic search again, click Back. 



<Back | Finish | Cancel 



For assistance, please call: 1-800-272-7033 
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t Installing the KX-HGC200 to a Computer 



Place the CD-ROM labeled Panasonic 1 1 Mbps Wireless LAN 
Setup CD-ROM in the CD-ROM drive of your computer. 



Browse 



In the Select Other Location dialog box, after clicking 
and choosing the directory where the device driver is located, 
click [OK - . 




•To specify, type "D:\software\win95" (depending on the drive name of 

your CD-ROM drive). 
• Clicking | Browse | will help you specify the directory. 




•The device driver will be installed to your computer. 
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• If the Insert Disk dialog box appears, remove the CD-ROM which came 
with the KX-HGC200, then insert the Windows 95 CD-ROM and click 




While a computer is restarting, mind below notification. 

• If the KX-HGC200 has been installed to a computer, restarting 

may take about a few minutes. 
•To prevent a device from being damaged or broken, never 
i turn off a computer while restarting. 



The device driver has been successfully installed to your computer. After 
the computer restarts, refer to p. 38 and install the Network Manager 
software. 



J 



For assistance, please call: 1-800-272-7033 
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t Installing the KX-HGC200 to a Computer 



For Windows 98 
Click I Next . 



1 




j 



Select "Search for the best driver for your device [Recommended]" 



and click Next 




Place the CD-ROM labeled Panasonic 11Mbps Wireless LAN Setup 
CD-ROM in the CD-ROM drive of your computer. 
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Select "CD-ROM drive" and specify the directory where the device 



driver is located, and click Next 



Hardware Wizard 



Windows will search for new drivers in its driver database 
on your hard drive, and in any of the following selected 
locations. Click Next to start the search. 




•To specify, select "Specify a location" and type "D:\software\win98" 

(depending on the drive name of your CD-ROM drive). 
• Clicking | Browse | will help you specify the directory. 



Click Next . 




Windows driver file search for the device: 
Panasonic 1 1 MbpsWireless LAN PC Card 



Windows is now ready to install the best driver for this 
device. Click Back to select a different driver, or click Next 
to continue. 



Location of driver: 

° ) D:/softwareAvin98 



•The device driver will be installed to your computer. 
• If the Insert Disk dialog box appears, remove the CD-ROM which ca me 
with the KX-HGC200, then insert the Windows 98 CD-ROM and click [OKj. 



Insert Disk B 




For assistance, please call: 1-800-272-7033 
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t Installing the KX-HGC200 to a Computer 



6 



Click I Finish I 







j I. Panasonic 1 1 MbpsWireless LAN PC Card 

Windows has finished installing the software that your new 
hardware device requires. 













Click | Yes | to restart the computer. 



System Settings Change 



\ To finish setting up your new hardware, you must restart your computer. 
Do you want to restart your computer now? 




>lf the above dialog box does not appear, restart the computer manually. 



While a computer is restarting, mind below notification. 

• If the KX-HGC200 has been installed to a computer, restarting 

may take about a few minutes. 
•To prevent a device from being damaged or broken, never 

turn off a computer while restarting. 



The device driver has been successfully installed to your computer. After 
the computer restarts, refer to p. 38 and install the Network Manager 
software. 
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For Windows Me 



1 



Select "Specify the location of the driver (Advanced)" and click 
Next . 





Windows has found the following new hardware: 
Panasonic-Wireless PC Card 

Windows can automatically search for and install software 
that supports your hardware. If your hardware came with 
installation media, insert it now and click Next. 

What would you like to do? 

Automatic search foi a better driver I Recommended j 

^^^pecify the location of the driver [Advanced^ 



Place the CD-ROM labeled Panasonic 11Mbps Wireless LAN Setup 
CD-ROM in the CD-ROM drive of your computer. 



Select "Search for the best driver for your device (Recommended).", 
select "Removable Media (Floppy, CD-ROM...)" and specify the 



directory where the device driver is located and click | Next 



Hardware Wizard 




Windows will search for new drivers in its driver database 
on your hard drive, and in am> of the following selected 



Search for the best driver for your device. 
(Recommended). 



p R emo vable M edia (Floppy , CD -R 0 M . . . ) 
[7 Specify a Jocation: 
|DAsoftware\winMe 



~3 



Display a list of all the drivers in a specific location, s 
you can select the driver you want. 



•To specify, select "Specify a location" and type "D:\software\winMe" 

(dependi ng on the drive name of your CD-ROM drive). 
• Clicking | Browse | will help you specify the directory. 



For assistance, please call: 1-800-272-7033 
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t Installing the KX-HGC200 to a Computer 




6 



Click I Finish I 




Click | Yes | to restart the computer. 




ig up your new hardware, you must restart your computer. 
:o restart your computer now? 



• If the above dialog box does not appear, restart the computer manually. 



While a computer is restarting, mind below notification. 

• If the KX-HGC200 has been installed to a computer, restarting 

may take about a few minutes. 
•To prevent a device from being damaged or broken, never 

turn off a computer while restarting. 



The device driver has been successfully installed to your computer. After 
the computer restarts, refer to p. 38 and install the Network Manager 
software. 



For assistance, please call: 1-800-272-7033 
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t Installing the KX-HGC200 to a Computer 



Installing the Network Manager 

After the device driver has been installed to a computer, the computer 
restarts and the installation of the Network Manager software starts 
automatically. 




•The Software License Agreement dialog box appears. 



Click | Yes | after you have read all the contents and if you agree with 
the end user agreement on the dialog box. 
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Click I Next I 



• If you want to specify a directory, clicking | Browse | will help you. 



11Mbps Wireless LAN PC Card 



Choose Destination Location 

Select folder where Setup will install files. 



Setup will install 1 1 Mbps Wireless LAN PC Card in the following folder. 
To install to this folder, click Next. To install to a different folder, click Browse and select 

r Destination Folder 

C:\Prograrn Files\Panasonic\Wireless Card 

| nsta ||Shield 



Browse... 




•The Network Manager software will be installed to your computer. 



For assistance, please call: 1-800-272-7033 



t Installing the KX-HGC200 to a Computer 



Enter the network name (i.e, John6919) in the data field and click 



Next 




•The data setting field is not case-sensitive. 



About the network name 

To communicate with others in a wireless group, the same 
Network Name must be programmed into each computer. It is 
impossible to communicate with a computer that has a different 
Network Name. To join a wireless network, it is necessary to 
enter the Network Name that is common to that particular 
network. For security, specify a unique Network Name that 
others do not guess, using more than 8 digits or characters, for 
a wireless network. 



Select "Yes, I want to restart my computer now" and click | Finish | 



11Mbps Wireless LAN PC Card 




InstallShield Wizard Complete 

The installs hieid Wizard has successfully installed 1 1 Mbps 
Wireless U\N PC Card. Before you can use the program, you 
must restart your computer. 



(* Yes I want to restart my computer now^^ 
O No, I will restart my computer later. 



Remove any disks from their drives, and then click Finish to 
complete setup. 
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•The computer restarts. 



While a computer is restarting, mind below notification. 

• If the KX-HGC200 has been installed to a computer, restarting 

may take about a few minutes. 
•To prevent a device from being damaged or broken, never 

turn off a computer while restarting. 



The Network Manager software has been successfully installed. To add 
more computers to the wireless network, refer to pages from 25 and 
perform the installation of the computer. 

After the software has been installed, the Network Manager icon is 
located in the taskbar and shortcut leading to it is located on your 
desktop. Refer to p. 54 for more details about the Network Manager 
software. 



Shortcut to the 
Network Manager 



Network 
Manager 



Network Manager icon in the 
taskbar (See below.) 




4:25 pM 



Icon 


Status 




The KX-HGC200 has not been inserted 
into the PC card slot or the KX-HGC200 
has not been correctly recognized by a 
computer. 


m 


The KX-HGC200 has been inserted into 
the PC card slot and is successfully 
recognized by a computer. 



For assistance, please call: 1-800-272-7033 
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Confirming the KX-HGC200 setup 

1 Right-click the My Computer icon on your desktop and click 
Properties. 





Map Network Drive... 
Disconnect Network Drive.. 





Create Shortcut 






Rename 











Click the Device Manager tab. 





-1 



System: 

Microsoft Windows 9 
Second Edition 
4.1 0.2222 A 

Registered to: 
John 
Panasonic 



Click the plus sign next to the Network adapters. 




Confirm that "This device is work ing properly." is shown in the 
Device status field and click OK I. 



Panasonic 11Mbps Wireless LAN PC Card Properties 



General | Driver | Resources | 
IHjLUJ Panasonic 1 1 Mbps V/ireless LAN PC Card 



Devii 
Man. 
Hard 



evice type: Network adapters 

lufacturer: Kyushu Matsushita Electric Co.Xtd. 
irdware version: Not available 
D evinp status 
This device is working propeNy^ 



[Disable in ifr h a r d w a r ep.ro file 
Exists in all hardware profiles 



• If "This device is working properly." is not shown, re-install the KX-HGC200 
device driver after uninstalling the existing device driver. To uninstall, refer 
to p. 67. To re-install, follow the steps from p. 27. 



For assistance, please call: 1-800-272-7033 
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Setting up Your Computer 



Confirming the network protocols 

After the device driver and the Host Network Manager have been installed 
to a wireless computer, setup of the network protocols is necessary to 
each wireless computer. 



1 

2 



From the Start menu, point to Settings, then click Control Panel. 



Double-click the Network icon. 

• If you are using Windows Me and can not find the Network icon, click 
view all Control Panel options to show the Network icon. 




rol 



Use the settings in 
Control Panel to 
personalize your 



Microsoft Home 







IP 




Ad: He".' 
i Hardware; 

._ 


Add/Remove 
Programs 


Date/Time 


['e:l top 






M 


% 




Controllers 


Infrared 




& 

Modems 


Mouse 


% ( 

Multimedia 




% 


% 




]r j 


Passwords 


PC Card 
(PCMCIA] 


Management 




Sounds 


s 

System 


Telephony 


f 
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Make sure the following protocols are on the The following 
network components are installed list. 
• NetBEUI->Panasonic 11Mbps Wireless LAN PC Card 
•TCP/IP->Panasonic 11Mbps Wireless LAN PC Card 




I 



ming network components are installed: 
M.rppi i| -v ni.u i r ^ T b, tt9 !vpm c„ rrf 
NetBEUI ■> Panasonic 1 1Mbps WirelessLAN PC Card 
ShareWave WhiteUap Protocol ■> Panasonic 11Mbps Wir 

iCPAPj^MUa^tisi Mi 

TCP/IP -> Panasonic 1 1 Mbps WirelessLAN PC Card_ 
"" 1 




• If the protocols does not appear, install them to your computer first, 
referring to the manual of your computer or Windows. 



44 




OK Cancel 



Click the Bindings tab. 



! Wireless Network Adapter Properties 




Make sure the following protocols are checked and click |OK . 

• NetBEUI->Panasonic 11Mbps Wireless LAN PC Card 
•TCP/IP->Panasonic 11Mbps Wireless LAN PC Card 
•ShareWave WhiteCap Protocol->Panasonic 11Mbps Wireless LAN PC 

Card 

• If the protocols does not appear, install them to your computer first, 
referring to the manual of your computer or Windows. 



For assistance, please call: 1-800-272-7033 
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t> Setting up Your Computer 



Setting an IP address 

To communicate on a wireless network, setup of an IP address is 
necessary to each wireless computer. Actual steps for IP addressing differ 
depending on if you plan to add the Broadband Networking Gateway to 
your wireless network or not. 

IP addressing steps for networking with the Broadband 
Networking Gateway 

The steps below are for connecting a wireless computer to the Broadband 
Networking Gateway. As the default setting of the Broadband Networking 
Gateway, it uses the DHCP (Dynamic Host Configuration Protocol) server 
function to address all the nodes in the network, including wireless 
computers. 

If you are using the DHCP server function of the Broadband Networking 
Gateway, IP addressing for each computer is automatic. However, if you 
have customized and disabled the DHCP server function of the 
Broadband Networking Gateway, setup of the IP address and related 
parameters is necessary to the wireless computer. 

IFrom the Start menu on a wireless computer, point to Settings, then 
click Control Panel. 



Double-click the Network icon. 

• If you are using Windows Me and can not find the Network icon, click 
view all Control Panel options to show the Network icon. 
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If the DHCP server function of the Broadband Networking Gateway 
is being used, click the IP Addre ss tab and select Obtain an IP 



address automatically and click |OK 



Unless the DHCP server function of the Broadband Networking 
Gateway is being used, refer to its Operating Instructions and 
specify the IP address and other related parameters in the same 
manner that the other wired computers in your home network have 
been set up. 



Bindings | Advanced j 
DNS Configuration | Gateway ] WINS Configuration IP Address 



An IP address can be automatically assigned to this computer. 
If your network does not automatically assign IP addresses, ask 
your network administrator for an address, and then type it in 
the space below. 




OK Cancel 



For assistance, please call: 1-800-272-7033 
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t Setting up Your Computer 



Click [OKI. 



6 



Configuration | Identification | Access Control | 
The following network components are installed: 



T~ NetBEUI ■> Dial-Up Adapter 82 f^PN Support) 

NetBEUI -> Panasonic 1 1 Mbps WirelessLAN PC Card j 
"i^ShareWave WhiteCap Protocol -> Panasonic 11 Mbps Wir 
^ TCP/IP -> Dial-Up Adapter _J 
^TCP/IP ■> Panasonic 11 Mbps WirelessLAN PC Card 
<J I 




Click | Yes | to restart the computer. 



System Settings Change 



f^') ^ ou must restart your computer before the new settings will take effect. 
Do you want to restart your computer now? 



•The computer restarts. 



While a computer is restarting, mind below notification. 

• If the KX-HGC200 has been installed to a computer, restarting 

may take about a few minutes. 
•To prevent a device from being damaged or broken, never 
turn off a computer while restarting. 

The network protocol has been set up and now that all the installation 
steps for using the KX-HGC200 have been completed. To maintain your 
wireless network, the Network Manager software is available . For more 
details, refer to p. 54. 
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IP addressing steps for creating a network that consists 
only of wireless computers 

For setting up a computer to network with the other wireless computers, 
setup of the IP address and Subnet mask is necessary. Follow the steps 
below and set up the parameters. 



1 

2 



From the Start menu on a wireless computer, point to Settings, then 
click Control Panel. 

Double-click the Network icon. 

• If you are using Windows Me and can not find the Network icon, click 
view all Control Panel options to show the Network icon. 

Select TCP/IP->Panasonic 11Mbps Wireless LAN PC Card and 



click | Properties 



Configuration | Identification! Access Control | 
The following network components are installed: 




F NetBEUI -> Dial-Up Adapter #2 |VPN Support) 
F NetBEUI -> Panasonic 1 1Mbps WirelessLAN PC Card 
T~ ShareWave WhiteCap Protocol ■> Panasonic 1 1 Mbps Wir 



Primary Network Logon: 
| Client for Microsoft Networks 

File and Print Sharing... 



"PAP is the protocol you use to connect to the Internet and 
e-area networks. 



For assistance, please call: 1-800-272-7033 



t> Setting up Your Computer 




5 Enter the IP address and subnet mask (See below.) in each data 
field. 



About the IP address and subnet mask 

•The IP address and subnet mask should be entered as dot 
notation (xxx.xxx.xxx.xxx). 

• Be sure to specify a different IP address value for all the 
wireless nodes. The recommended extent of the IP address 
is 192.168.0.101 to 192.168.0.200. 

• Be sure to specify the same subnet mask value for all the 
wireless nodes. The recommended parameter for the subnet 
mask is 255.255.255.0. 



Click [OK 



Click [OKI 



Configuration | Identification | Access Control | 

The following network components are installed: 
= NetBEUI ■> Dial-Up Adapter 82 [VPN Support) " "*] 
= NetBEUI -> Panasonic 1 1 Mbps WirelessLAN PC Card \ 
™ ShareWave WhiteCap Protocol -> Panasonic 11 Mbps Wir 
"TCP/IP -> Dial-Up Adapter _| 
= TCP/IP -> Panasonic 1 1 Mbps Wireless LAN PC Card 



1 



Primary Network Logon: 



| Client for Microsoft Networks 
d Print Sharing... | 



i 
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Click | Yes | to restart the computer. 



System Settings Change 



You must restart your computer before the new settings will take effect. 
Do you want to restart your computer now? 



•The computer restarts. 



While a computer is restarting, mind below notification. 

• If the KX-HGC200 has been installed to a computer, restarting 

may take about a few minutes. 
•To prevent a device from being damaged or broken, never 

turn off a computer while restarting. 



The network protocol has been set up and now that all the installation 
steps for using the KX-HGC200 have been completed. To maintain your 
wireless network, the Network Manager software is available. For more 
details, refer to p. 54. 



For assistance, please call: 1-800-272-7033 
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Sharing Files and Printers 



Preparing for sharing files and printers 

To share files and printers with wireless computers, installation of the 
protocols and setup of each computer is required. 

A From the Start menu, point to Settings, then click Control Panel. 



Double-click the Network icon. 

• If you are using Windows Me and can not find the Network icon, click 
view all Control Panel options to show the Network icon. 



Click | File and Print Sharing7 



Configuration ] Identification! Access Control | 
The following network components are installed: 



infrared PnP Serial Port ("PNP0510) 
t Microsoft Virtual Private Networking Adapter 



"3" Fast Infrared Protocol ■> Infrared PnP Serial Port ("PNP05" 
^NDISWAN -> Microsoft Virtual Private Networking Adaptejrl 

j i ±r 



_J_ 



Properties 



Primary Network Logon: 

| Client for Microsoft Networks 



c 



File and Print Sharing. 



A network adapter is a hardware device that physically 
connects your computer to a network. 



Check the appropriate boxes for file and/or printer sharing and click 



OK 



I want to be able to give others access to my files. 
W I want to be able to allow others to p_rint to my printer(s). 




Click | Yes | and restart the computer. 




•The computer restarts. 



While a computer is restarting, mind below notification. 

• If the KX-HGC200 has been installed to a computer, restarting 

may take about a few minutes. 
•To prevent a device from being damaged or broken, never 

turn off a computer while restarting. 



For assistance, please call: 1-800-272-7033 
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About the Network Manager 
Software 



The Network Manager application software helps you administrate the 
wireless network. After the installation of the KX-HGC200 device driver, 
the software is installed to your computer. 
By right-clicking the Network Manager icon on your desktop, three 
functions of the Network Manager will appear. 



□ pen Network management Page 

□ pen Device management Dialog 



Close Network Manager 



AM 
Right-click 



Selectable functions 



Open Network 
management 
Page* (See p. 55.) 


Connects you to the Network Management 
web screen that allows you to check the 
allocation of your wireless network. 


Open Device 
management 
Dialog (See p. 59.) 


Opens the Device Management dialog box 
that allows you to check/change setup 
parameters of the KX-HGC200. 


Close Network 
Manager 


Disables the Network Manager application 
software and removes the icon from the 
taskbar. 



To view the Network Management page, Internet Explorer (4.0 or later) is 
needed. 



Note: 

In the cases below, a wireless network may temporary stop 
data-transmission. 

•When a wireless computer is shut down. 

•When a wireless computer is located out of the extent to 
communicate. 
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Using the Network Management 
Web Screen * 



About the Network Management web screen 

The Network Manager application software uses the web screens named 
"Network Management" to check the allocations of the nodes in the 
wireless network. See the following pages for the functions on the web 
screen. 



Function 
menu 




Node Name 


The name of each node for identification in a 
network. For a computer, this name is set in 
the Identification tab of the Network dialog 
box in the Control Panel on your computer. For 
the Broadband Networking Gateway, this 
name is set on the Wireless Setup screen of 
the Broadband Networking Gateway 
administration web screen. 


Function menu 


Clicking these buttons allows you to check and 
change the current status of the wireless 
network. For more details about each function, 
refer to the instructions from the following pages. 


Performance Info 


The color shows the current status of the 
data-transmission performance between 
nodes. 



For assistance, please call: 1-800-272-7033 



+ Using the Network Management Web Screen 



Using the function menu 

Node Information 

When you think you may have lost the connection to a node, or if you 
want to know how many nodes are in a wireless network, this function will 
help you. The screen provides an illustration that shows the entire logical 
allocation of every node on a wireless network. To obtain detailed 
information about each node as shown in below figure, move the cursor to 
the illustration of the appropriate node. 
To use this function, click | Node Info] on the web screen. 




Node ID 


This ID is specified by the Master Node in the 
wireless network. 


IP Address 


The local IP address of the node. 


MAC Address 


The MAC (Media Access Control) Address of 
the KX-HGC200. 


Firmware Version 


The current version of the firmware written in 
the KX-HGC200 Flash-ROM. To update the 
firmware, see p. 65. 


Webserver Running 


"Yes" or "No" is shown. If "Yes" is shown, the 
wireless computer has been set to the Master 
Node of the wireless network. If "No" is 
shown, the computer has been set to a Client 
Node. For more details about the Master 
Node and Client Node, refer to p. 73. 
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Link Information 

To obtain detailed information about sent/received data, this function will 
help you. The screen provides you with information about the status of 
packets transmitted by the wireless network. 
To use this function, click I Link Info on the web screen. 




Met wo rtt Management ^ 



LinK inrormatiLm 

















Source node: 




1 


John »| 




0 Informs 




per second 


• Cumulative Information 






Bytes 


Bytes 
received 


Packets Packets Packets 
sent | received | resent 






KX-HGW 


0 


0 


o| o| 0 

























How to use I ink Inform.^ 



Bandwidth Information 

To obtain detailed information about bandwidth usage, this function will 
help you. To find out what channel (radio frequency) the wireless network 
is using, look at "Channel in use". The chart below indicates the 
bandwidths used by each node in the entir e wireless network. 
To use this function, click | Bandwidth Info | on the web screen. 





Bandwidth Info r mat to ., 
Channel in use: 1 [freq - 2412 MHz] 


KX-HGW 


50 




■■■'Ml".' I III'. 

Link Info 
T Bandwidth I nl Li 
f Add A Sew Node 

i j-tixe Client 




50 




Uopynifit IUJ ZUUU Kyushu IbtEUEhita tlectnc I* .Ltd All ntfi 





For assistance, please call: 1-800-272-7033 
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+ Using the Network Management Web Screen 



Add A New Node 

This function is used to add the Broadband Networking Gateway to a 
wireless network from a wireless computer. For detailed steps about how 
to add the Broadband Networking Gateway, refer to p. 19. 
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Using the Device Management 
Dialog Box * 



About the Device Management dialog box 

The Device Management dialog box allows you to check the setup 
parameters of the KX-HGC200 and change them by overwriting the Flash 
memory of the KX-HGC200. To check the current setup parameters, click 
the Properties tab. To change the parameters, click the Configuration 
tab. 

Properties tab 



•Clicking | Refresh | button makes the latest change of the parameters 
take effect. 




Web jisi-isi ^urirni <j. 



NBtoakNain; John69l9 




For assistance, please call: 1-800-272-7033 



+ Using the Device Management Dialog Box 



Configuration tab 



Configuration tab allows you to use the following functions: 

Firmware Update* 

Change Network Name (p. 61) 

Modify Settings (p. 62) 

*Not available in current release. 



Property Configuration | 

® Local N 

Firmware Update 

Specify Location for File : 



O Bridge 



CA..AWIRELESS AD AFTER \S WWCB ridge, srf 



Change Network Name 

Press this button if you want to move to a different 
network.Enter the name of the new network you want to 
move to. 



Change... j 



Modify Settings 
Channel Number : 



|G (freq ■ 2437 MHz) J*] 
lode 

Modify | 



To modify the current settings of the wireless networking 
status: 

First, change each group of settings following the instructions on p. 62. To 
make new settings take effect, click | Modify | . 



Modify Settings 
Channel Number 



|6 (freq ■ 2437 MHz) ^ 
I - Make this the Master Node_ 
W Enable FEC 



Modlfy""^^ ) 
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Creating a new wireless network/ 
Joining another wireless network 

1 



Click | Change- 1 in the Change Network Name section. 



Change Network Name 



s this button if you want to move to a different 
'ork.Enter the name of the new network you want to 




G (freq - 2437 MHz) j] 



Ente r the name of the network to which you are moving and click 
OK . 



Network Identification 



Please enter a Name for your Panasonic Wireless Network. 
-.Name |John6919 




•The data setting field is not case-sensitive. 

• If you are creating a new wireless network near an existing wireless 
network, to prevent the radio frequency interference, be sure to set a 
different channel number (p. 62) from the existing network. 

About the network name 

To communicate with others in a wireless group, the same 
Network Name must be programmed into each computer. It is 
impossible to communicate with a computer that has a different 
Network Name. To join a wireless network, it is necessary to 
enter the Network Name that is common to that particular 
network. For security, specify a unique Network Name that 
others do not guess, using more than 8 digits or characters, for 
a wireless network. 



Click OK 



Panasonic Network Manager 



□ 



Network I 



work Name has been changed successfully. 



□ K 



For assistance, please call: 1-800-272-7033 
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+ Using the Device Management Dialog Box 



Changing the channel (radio frequency) 

The KX-HGC200 is preset to communicate using the radio frequency 
channel 6 (2437 MHz). This preset channel can be changed to channel 
1 (2412 MHz) or 1 1 (2462 MHz) by using the Channel Number pull-down 
menu. 

To communicate, all the nodes in a wireless network must be set the 
same radio frequency channel. 





Channel Number : 

|~~ Make this the Maste 

W Enable FEC 


6 [freq - 2437 MHz) J_ 




I (freq - 2412 MHz) 
6 (freq -2437 MHz) 

II (freq -2462 MHz) 









Setting a computer to the Master Node 

The KX-HGC200 is preset to automatically assign a Master Node (p. 73) 
to the network and in case of the Master Node being shut down, the other 
computer replaces the Master Node. However, when the Make this the 
Master Node box is checked, the wireless computer is forced to be the 
Master Node in the wireless network. 

Notes: 

•To keep stable data-transmission status in a wireless network, a 
computer that is always connected to the wireless network is 
preferable to be set to the Master Node. 
• Do not use this function for more than one computer. 

Forward Error Correction (FEC) 

The FEC (Forward Error Correction) mechanism of the Whitecap™ 
protocol allows your KX-HGC200 to correct error packets when a data is 
transmitted to the other wireless nodes and contributes to the higher 
throughput. Normally, using of this function is strongly recommended. 
However, only when little interference of the radio frequency is being 
made and data transmission status is very well, by suspending this 
function, the throughput may be improved somewhat, while the 
data-transmission status becomes instable. 




Note: 

When ; 



you disable this function for one node, be sure to disable thi: 
n for all the nodes in the wireless network. 
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Removing the KX-HGC200 * 



Removing the KX-HGC200 from a computer 




1 



From the Start menu, point to Settings, then click Control Panel. 

• By clicking the PCMCIA icon on the taskbar and selecting Stop 
Panasonic 11Mbps Wireless LAN PC Card, you can remove the 
KX-HGC200, then skip to step 4. 

Double-click the PC Card (PCMCIA) icon. 



Control 
Panel 



Use the settings in 
Control Panel to 
personalize your 
computer, 

Select an item to view its 
description, 



Microsoft Home 
Technical Support 



[Add New j Add/Remove Date/Time 
; Hardware! Programs 



Desktop 
Themes 



Game Infrared Internet 

Controllers Options 



Multimedia Network 




Display 

Hi 



ODBC Data 
Sources (32bitl 



Regional 
Settings 



System Telephony 



Select Panasonic 11Mbps Wireless LAN PC Card and click Stop 



PC Card [PCMCIA) Properties 



Socket Status | Global Settings | 




For assistance, please call: 1-800-272-7033 
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* Removing the KX-HGC200 



Click fOKl 




• [Empty]-Socket XX is displayed. 

^ Remove the KX-HGC200 from the PC card slot. 

•When the card has been removed, a beep should sound from the 
computer. 

Removing the KX-HGC200 from the 
Broadband Networking Gateway 



1 

2 
3 



Make sure the Broadband Networking Gateway and other devices 
that are used with the Broadband Networking Gateway are turned 
off. 

Open the cover on the front side of the Broadband Networking 
Gateway. 

© Press the lever of the Broadband Networking Gateway along with 

the PC card slot. 
© Remove the KX-HGC200 from the PC card slot. 




Lever 



Broadbaned 

Networking 

Gateway 



Close the cover of the Broadband Networking Gateway. 
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Updating the KX-HGC200 Firmware * 



The KX-HGC200 firmware written in the Flash-ROM can be updated 
using the update utility software. Before update, the firmware must have 
been downloaded in the computer to which the KX-HGC200 is attached. 



The latest firmware can be downloaded from the Panasonic support web 
site 

http://www.kmelink.net/ipproducts/us/download/index.html 
Note: 

When the KX-HGC200 is used with the Broadband Networking 
Gateway and the KX-HGC200 firmware has been updated, the 
Broadband Networking Gateway firmware must be upgraded to the 
latest one also. 

For more details about the latest firmware, refer to the information 




1 



Make sure the KX-HGC200 is inserted in the PC card slot of the 
computer and the READY indicator of the KX-HGC200 is lit. 



Terminate the Network Manager software using its icon on the 
taskbar, referring to p. 54 "Close Network Manager". 



•The Network Manager icon disappears. 

•To show the Network Manager icon later, restart the computer. 

From the Start menu, point to Programs, point to Panasonic 
Wireless PC Card and click Firmware Update. 




For assistance, please call: 1-800-272-7033 
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t Updating the KX-HGC200 Firmware 



4 Type the name of the new firmware in the data field with full path 
and click I Start . 



Firmware Update Utility 0 




• Clicking | Browse | helps you specify the directory. 

• If an invalid file is selected, the screen below appears. Then, click | OK | 
and reselect the proper firmware. 



Firmware Update Utility 





| D : \WI N D 0 WS \D esktop\ S~ . . io srf 
Done j 




Cancel 




•This step may take a few minutes, 
g Restart the computer. 



The KX-HGC200 firmware has been successfully updated. 
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Uninstalling the KX-HGC200 Software * 



The steps for uninstalling the KX-HGC200 software are performed using 
the uninstall software which was installed during the installation of the 
KX-HGC200 device driver. 

IMake sure the KX-HGC200 is not inserted in the PC card slot of the 
computer. 

2 From the Start menu, point to Programs, point to Panasonic 
Wireless PC Card and click Uninstall. 




For assistance, please call: 1-800-272-7033 
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t Uninstalling the KX-HGC200 Software 



Click I Unlnstall I 



fc U niV U nl nstaller HB E 



Jnlnstall for Panasonic 1 1 Mbps 
Wireless PC Card 



-Unlnstall Status — 
Terminated Processes O 
Removed Registry Key (s) I I 
Removed Registry Value(s) I I 
Removed Device Driver(s) O 
Removed Installed File(s) Q 
Removed Other File(s) Q 
i Installed Folderfs] □ 



Unlnstall 



Exit 




It is required that you shut down or reboot 
your system to complete the Unlnstall. 



Q\ Reboot j[ 


) Shut Down 


| Unlnstall Details 


Exit 



•The computer restarts. 

• Clicking | Unlnstall Details allows you to check the detailed information 
about removed files. 



While a computer is restarting, mind below notification. 

• If the KX-HGC200 has been installed to a computer, restarting 

may take about a few minutes. 
•To prevent a device from being damaged or broken, never 
turn off a computer while restarting. 

The KX-HGC200 software has been successfully uninstalled. 
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Troubleshooting 



Problem 



Remedy 



When you insert 
KX-HGC200 to the PC car 
slot, the Install wizard 
screen is not displayed. 

The computer does not 
operate even if you insert 
(X-HGC200. 




• The KX-HGC200 may not be inserted 
properly. Insert it again firmly to the 
end. 

• The PC card socket may not be 
working properly. After checking its 
operation, insert KX-HGC200 again 
firmly to the end. 

• The Power Management Function 
(automatic shutoff function) of the 
computer may disturb the power 
supply to KX-HGC200. Confirm the 
function according to the manual of 
the computer. 

• The cancellation of the device driver 
installation has left some driver files in 
the computer.lt hinders the 
re-installation of the device driver. 
Un-install the KX-HGC200 software 
completely by using the un-installation 
software which was installed during 
the installation of the KX-HGC200 
device driver. 



You cannot install the 
(-HGC200 device drive 




i Network managemer 
web screen is not 
displayed. 

You cannot connect with 
the computer. 

You cannot connect with 
the Broadband Networking 
Gateway. 



• KX-HGC200 may not be inserted 
properly. Insert it again firmly to the 
end. 

• The PC card socket may not be 
working properly. Check its operation. 

• KX-HGC200 may not be inserted 
properly. Insert it again firmly to the 
end. 

• The PC card socket may not be 
working properly. Check its operation. 

• The version of the firmware of the 
Broadband Networking Gateway may 
be old or improper to that of 
KX-HGC200. Check each versions. 



For assistance, please call: 1-800-272-7033 
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t> Troubleshooting 



Problem 



Remedy 



The Network management 
web screen is not 
displayed. 

You cannot connect with 
the computer. 

You cannot connect wi 
the Broadband Networl 
Gateway. 



• The KX-HGC200 device driver may 
have not been installed successfully. 
Make sure the driver is installed. 

• The computer and/or the Broadband 
Networking Gateway may have not 
been configured properly. Check the 
settings of the computer and/or the 
Broadband Networking Gateway. 

• The channel numbers of the 
computers and/or the Broadband 
Networking Gateway vary in the same 
network. Check their channel 
numbers. 

• Even if the Network Names of the 
computers and the Broadband 
Networking Gateway are same, their 
Network ID may vary in the same 
network. Re-enter the Network Name 
by using the Device Management 
dialog box. 

• The computer and/or the Broadband 
Networking Gateway may be out of 
radio waves, or the concrete wall etc. 
may be disturbing the waves. Set the 
computers closely. 

• More than one computers are set to 
the Master Node. Check the setting of 
each computers. 

• Check the setting of the IP address. 

• The Network Manager may not be 
installed. Make sure the "Network 
Manager" icon is displayed on the 
taskbar. 

•The Network Manager recognizes a 
different IP address from that of the 
computer to which the KX-HGC200 is 
attached. Check the Properties tab of 
the Device management dialog box 
(p. 59), then click | Refresh | to update 
the information. 



Problem 



Remedy 



You cannot share files 
d/or the printers. 



cannot access the 
Internet. (When using the 
Broadband Networking 
Gateway) 



- 



• Check the LINK indicator of 
KX-HGC200. When the LINK indicator 
is turned off, the computer is not 
connected to the network. Check the 
connecting condition of the computer 
referring to the case of "You cannot 
connect with the computer." 

(p. 69, 70). 

• When the LINK indicator is turned on, 
check the following settings. 
•Computer which setting? 
•Sharing of files how? 

•Sharing of printers how? 

• You may have not entered the 
password when starting up the 
Windows computer. Restart the 
computer and enter the password. 

• Check the LINK indicator of 
KX-HGC200. When the LINK indicator 
is turned off, you are not connected to 
the network. Check the following 
settings. 

•Computer Check the connecting 

condition of the computer referring to 
the case of "You cannot connect 
with the computer.". 

•Broadband Networking Gateway 

Check the connecting condition of 
the Broadband Networking Gateway 
referring to the case of "You cannot 
connect with the Broadband 
Networking Gateway.". 



For assistance, please call: 1-800-272-7033 
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t> Troubleshooting 



Problem 



Remedy 



You cannot access the 
Internet. (When using the 
Broadband Networking 
Gateway) 




• When the LINK indicator is turned on, 

check the following settings. 

•The invalid IP address may be 
configured. Check the IP address of 
the computer on the Device 
management Dialog screen. To 
connect with the Broadband 
Networking Gateway, the IP address 
of "192.168-0.xxx" * is required. 

*1 92.1 68.0.254 is the default local IP 
address of the Broadband 
Networking Gateway. If you have 
changed the default local IP address 
of the Broadband Networking 
Gateway, please change that of the 
computer as well. 

•The setting of the Web browser may 
be wrong. Check the setting by 
consulting the information from the 
contracted Internet Service Provider 
and the Operating Instructions of the 
Broadband Networking Gateway. 



The other computers are 
not displayed when you 
double-click the "Network 
Neighborhood" icon, though 
the other computers are 
shown on the Network 
management web screen. 



• You may have not entered the 
password when starting up the 
Windows computer. Restart the 
computer and enter the password. 

• The network of the computer may not 
be configured properly. Setup the 
network computer. 
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Glossary 



Channel Number 

To communicate with each other, a wireless network occupies one radio 
frequency. As the default setting, the KX-HGC200 is preset to 
communicate using the channel 6 (2437 MHz). 

Client Node 

Nodes other than the Master Node in a wireless network. 
Device Management dialog box 

The dialog box allows you to check and change the setup parameters 
written in the Flash-ROM of each KX-HGC200. 

IP address 

One of the Internet protocols for communicating with the other nodes. For 
each wireless computer, setup of the IP address is required. Depending 
on whether there is a DHCP server in your home network, how to set an 
IP address for each node differs. 

Master Node 

As the default setting of the KX-HGC200, all the communications 
performed in a wireless network are controlled by the Master Node, that is 
automatically selected from wireless computers. When the Master Node is 
shut down, another wireless computer replaces it automatically, so there 
is no need to care about what node is the Master Node. However, it is 
possible to set a wireless computer as the Master Node manually. In that 
case, do not set more than two one computer as the Master Node. 

Network ID 

The ID that is created from the Network Name. Actually, this ID is used for 
maintaining a wireless network instead of the Network Name. However, 
users do not need to care what Network ID is programmed to each node. 

Network Management web screen 

The web screen can be viewed using Internet Explorer. In the web 
screen, the information about the entire wireless network is available 
using illustrations or numerical data. 



For assistance, please call: 1-800-272-7033 
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t Glossary 



Network Manager software 

The Panasonic original utility software that is installed to your computer. 
The software helps you maintain your wireless network using the Network 
Management web screen and Device Management dialog box. 

Node Name 

The unique name assigned to nodes not only in wireless networks but 
also in the entire home network. To view the Node Name of a wireless 
node, open the Device Management dialog box. To view the Node Name 
of all the wireless computers participating in a wireless network, browse 
the Node Information page of the Network Management web screen. 

Radio Frequency 

The KX-HGC200 wireless communications can be performed using the 
Radio Frequency range from 2400MHz to 2483.5MHz. However, the 
KX-HGC200 is preset to use the Radio Frequency bandwidth of 2437MHz 
(channel 6), which can be manually customized to 2412MHz (channel 1) 
or 2462MHz (channel 11), depending on the performance of the wireless 
communication. 
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Specifications 



Interface: 


PCMCIA Type II card slot 


Dimensions (HWD): 


4.92" (125 mm) x 2.12" (54 mm) 

x 0.41" (10.5 mm) including internal antenna 


Environmental: 


Operation temperature 

(The temperature in the PC Card slot): 

+o o 1 r ) to +ou o \+ i d.d. r ) 
Storage temperature: 

-10°C (+14°F) to +60°C (+140°F) 
Humidity (non-condensing): 45% to 85% 


Weight: 


0.127 lb. 


Power consumption: 


600 mA (max.) 


LED display: 


LINK 
READY 


Operating frequency: 


2400-2483.5 MHz 
(3 channels) 


Antenna: 


Omni-directional polarization diversity 
antenna 


Wireless medium 


Direct Sequence Spread Spectrum 


Range (typical): 


100 ft. indoor 
850 ft. in open air 



For assistance, please call: 1-800-272-7033 



FCC and Other Information 



This device complies with Part 15 of the FCC Rules. Operation is subject 
to the following two conditions: 

(1) This device may not cause harmful interference, and (2) this device 
must accept any interference received, including interference that may 
cause undesired operation. 



CAUTION: 

Any changes or modifications not expressly approved by the party 
responsible for compliance could void the user's authority to operate this 
device. 

Note: 

This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to Part 15 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, uses, 
and can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio 
communications. However, there is no guarantee that interference will not 
occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct 
the interference by one or more of the following measures: 
— Reorient or relocate the receiving antenna. 
— Increase the separation between the equipment and receiver. 
— Connect the equipment into an outlet on a circuit different from that to 

which the receiver is connected. 
— Consult the dealer or an experienced radio/TV technician for help. 
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• Environment — do not place the unit in a room where the temperature is 
less than 5°C (41 °F) or greater than 35°C (95°F). Allow 10 cm (4") 
clearance around the unit for proper ventilation. Avoid excessive smoke, 
dust, mechanical vibration, shock, or direct sunlight. 

•Medical — consult the manufacturer of any personal medical devices, 
such as pacemakers, to determine if they are adequately shielded from 
external RF (radio frequency) energy. (The unit operates in the 
frequency range of 2400MHz to 2483.5MHz and the power output level 
is 0.1 watt.) Do not use the unit in health care facilities if any regulations 
posted in the area instruct you not to do so. Hospitals or health care 
facilities may be using equipment that could be sensitive to external RF 
(radio frequency) energy. 

• Routine care — wipe the unit with a soft cloth. Do not use benzine, 
thinner, or any abrasive powder. 



Responsible Party: Matsushita Electric Corporation of America 
One Panasonic Way, Secaucus, NJ 07094 
Tel No: 1-800-272-7033 



For assistance, please call: 1-800-272-7033 
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Index 



A Add A New Node 58 

Add New Hardware Wizard 29 

Arrow mark 15, 27 

B Bandwidth Information 57 

Broadband Networking Gateway 6, 13, 15, 

19,22,46,64 

Broadband Networking Gateway 

administration web screen 13,17 

Broadband Networking Gateway firmware 7, 14 

C Cable/xDSL Modem 11 

CD-ROM drive 28 

channel (radio frequency) 62 

Channel Number 10,18,73 

Channel Number pull-down menu 62 

Client for Microsoft Networks 53 

Client Node 73 

Configuration tab 60 

D device driver 7, 29, 31 , 34, 37 

Device management Dialog 54, 59, 73 

Device Manager tab 25, 42 

DHCP (Dynamic Host Configuration Protocol) . .46, 47 

E Ethernet 6 

Ethernet adapter 26 

F File and Print Sharing 52 

firmware update utility software 7 

Firmware Version 56 

Forward Error Correction (FEC) 18, 62 

Function menu 55 

H HomePNA 6 

I IP address 49, 50, 56, 73 

L Lever 64 

LINK indicator 9 

Link Information 57 

M MAC Address 56 

Master Node 62, 73 

Master Node IP address 23 

My Computer icon 25, 42 
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N NetBEUI 44, 45 

Network ID 10, 23 

Network Management web screen 20, 55, 73 

Network Manager icon 20, 41 , 54 

Network Manager software 7, 38, 41 , 54 

Network Name 10,18,19,40,61 

network protocols 44 

Node ID 56 

Node Information 56 

Node Name 10, 55 

P Panasonic 1 1 Mbps Wireless LAN 

Setup CD-ROM 30,32,35 

Panasonic support web site 14, 65 

PC Card (PCMCIA) icon 63 

PC card service 25 

PCMCIA Connector 9 

Performance Info 55 

Power Management function 27 

Properties tab 59 

R Readme.txt 7 

READY indicator 9, 16, 65 

S Shortcut 41 

Subnet mask 49, 50 

T TCP/IP 44,45,47,49 

TDMA 6 

U uninstall software 7 

Update Device Driver Wizard 29 

W Webserver Running 56 

Whitecap protocol 6, 45, 62 

wired computer 13, 17 

wireless computer 13, 17, 19 



For assistance, please call: 1-800-272-7033 
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For product service 

• Panasonic Servicenters are listed in the servicenter directory. 

•Call 1-800-272-7033 for the location of an authorized servicenter. 

•After the limited warranty, please contact our Continued Services 
Technical Support Line at 1-900-555-PANA (1-900-555-7262). If you 
have difficulty reaching this number, it may be blocked by your phone 
company. Please contact your local phone company to correct this. 

When you ship the product 

•Carefully pack your unit, preferably in the original carton. 
•Attach a letter, detailing the symptom, to the outside of the carton. 

Symptom 



•Send the unit to an authorized servicenter, prepaid and adequately 
insured. 

• Do not send your unit to the Panasonic Consumer Electronics Company 
listed below or to executive or regional sales offices. These locations do 
not repair consumer products. 

•This unit is designed for use in the United States of America. Sale 

or use of this product in other countries may violate local laws. 
•Ce appareil est congu pour etre utilise aux Etats-Unis d'Amerique. 

La vente ou I'emploi de cet appareil dans certains autres pays peut 

constituer une infraction a la legislation locale. 
• Esta unidad fue elaborada para uso en los Estados Unidos de 

America. La venta o el empleo de este producto en ciertos paises 

puede constituir violacion de la legislation local. 

v 1 

Panasonic Consumer Electronics Company, 

Division of Matsushita Electric Corporation of America 

One Panasonic Way, Secaucus, New Jersey 07094 

Panasonic Sales Company, 

Division of Matsushita Electric of Puerto Rico, Inc. 

Ave. 65 de Infanterfa, Km. 9.5, San Gabriel Industrial Park 
Carolina, Puerto Rico 00985 



Printed in Japan 
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